Testing and report of Wi-Fi Zone created by Comptek International through Inscapedata Wi-Fi Product :
We had requested several parties to demonstrate the Wi-Fi zone creation at Hostel premises. Many parties tried but failed except Comptek International who brought Inscapedata product and installed at Hostel and we have tested signals and found it to be suitable for our requirement because

· It is having long range wireless base station IP67/68 certified 

· It is with all weather enclosure

· This is designed for carrier class outdoor wireless application

· Capable of operating at one of the four modes , such as Access Point, Wireless Bridge, Repeater or Long Range Client Bridge

· High throughput wireless communications based on industry standerd IEEE 802.11 b/g standards.

· It offered a high performance, robust and extensive wireless coverage area.
It’ Features and Benefits are :

· IP cofiguration software designed with user friendly GUI for easy configuration of the wireless system, such as factory default setting, IP address setting, and wireless setting

· Allow either vertical or horizontal antenna polarity alignment

· The AirEther AB54E Pro offers 30 dBm transmit power (i.e., 1W) when operating under the 802.11b mode, and it offers 27 dBm transmit power (i.e., 500mW) when operating under the 802.11g mode (FCC only)

· The AirEther AB54E and AB54E Pro offer an external N-Female antenna for using  with more flexible antennas, such as high gain omni directional or a more narrow beamwidth sector antenna

· Supports WPA and WPA-PSK with AES and TKIP, 152-bit encryption for the highest data security

· Easy to install with cost effective Power over Ethernet (PoE)

· Low profile enclosure designed for minimum wind resistance

· Trasmit power control for optimal long range radio performance

· The AirEther AB54 is designed with a built in 12 dBi directional panel antenna and AB54E/Pro with type N female antenna connector

· Compliant to the IEEE 802.11 b/g standards, DSSS for 802.11b mode radio operations and OFDM technology for 802.11g mode radio operations, and support Super G mode for up to 108 Mbps of data rate

· Built in site survey and management tools for simplified installations and operations of wireless system

· Swivel mounting accessories provide an out-of-the-box solution for quick and easy installation

· IP67 certified all weather housing for outdoor environments; protected by a heavy-duty UV stable glass filled Polycarbonate plastic housing 
· Fully weatherized outdoor unit operates in temperatures ranging from -22ºF to+180ºF (-30ºC to +70ºC)
· It comes with POE, AC Adapter, Wall Plug Power cord, Mass Mounting kit or Wall Mounts, Weatherproof Connectors.
· Security Systems : Fully secured network with 64-bit/128-bit/152-bit WEP encryption; Wi-Fi Protected Access WPA with AES or TKIP, WPA-PSK. Mac Address level protection.
· Browser base management system.

Technical  Standards Compliance

IEEE 802.11b/g, IEEE 802.3, IEEE 802.3u Modulation , IEEE802.11b: CK,DQPSK,DBPSK , IEEE802.11g: OFDM Frequency Band America/FCC :  .412~2.462 GHz (11 channels) Europe CE/ETSI : 2.412~2.472 GHz (13 channels)

Japan : 2.412~2.484 GHz (14 channels) Transmission Rate IEEE802.11b:  1/2/5.5/11Mbps IEEE802.11g: 6/9/12/18/24/36/48/54Mbps , Super g: up to 108 Mbps

Access Point Interfaces , Auto MDI/MDI-X Ethernet 10/100Base-TX: RJ-45 Receiver Sensitivity 802.11b -85dBm@ 11mbps, -88 dBm@ 5.5 mbps, -90 dBm@ 2 mbps, -94 dBm@ 1 mbps , 802.11g -91dBm@ 6mbps, -88 dBm@ 12 mbps,-82 dBm @36mbps, -76 dBm@ 54 mbps, -70 dBm@ 108mbps Security Systems : 64-bit/128-bit/152-bit WEP encryption; Wi-Fi Protected ,Access WPA with AES or TKIP, WPA-PSK Wireless Setting , Access Point, Wireless Bridge, Repeater, Client Bridge , Software/Firmware

Site Survey , Wireless Client List , DHCP Client , Wireless access control by MAC address (deny or accept) , WPA Support (WPA personal and enterprise), Web-based configuration via popular browser (IE,Netscape) , Firmware upgrade and configuration backup via Web , Reset to default by WebUI or software , SNMP , Environment Temperature: -22ºF to +158ºF (-30ºC to +70ºC) , Power :12 Volt DC 5%; 1.5A (Max.); AC adapter AC 100V~240V , 48 Volt DC 5%; 2A (Max.); AC adapter AC 100V~240V

Network Management System.
